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NATTONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM

INVESTIGATION OF AILTITUDE IGNITION, ACCELERATION,
AND STEADY-STATE OPERATION WITH SINGLE

COMBUSTOR OF J47 TURBOJET ENGINE

By William P. Cook and Helmut F. Butze

SUMMARY

An investigation was conducted with a single combustor from a J47
turbojet engine using weathered avigtlon gasoline and several spark-plug
modifications to determine altltude 1gnition, acceleration, and steady-
state operating characteristics.

Satisfactory ignitlon was obtained with two modifications of the
original opposite-polarity spark plug up to and including an altitude
of 40,000 feet at cornditions simmlating equilibrium windmilling of the
engine at a flight speed of 400 miles vper hour. At a simmlated altitude
of 30,000 feet, satisfactory ignition was obtained over a range of simu-
lated engine speeds. No significant effect of fuel temperature on igni-
tion limits was observed aver a range of fuel temperatures from,BOO to
-52° F.

At an altitude of 30,000 feet, the excess temperature rise avail-
able for acceleration at low englne speeds was limited by the ability
of the combustor to produce temperature rise, whereas at high engine
speeds the maximum allowable turbine-inlet temperature became the re-
gtricting factor. .

Altitude operational limits increased from about 51,500 feet at
55 percent of rated engine speed to about 64,500 feet at 85 percent of
rated speed. Combustion efficlencies varied from 39.0 to 92.6 percent
over the range investigeted and deoreased with & decrease in engine
speed and with an increase in aeltitude; higher efficiencies would have
been obtained if lower sltitudes had been investigated. Comparisons
were made of the combustion efficiencies of weathered aviation gasoline
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and MIL-F-5616 fuel at altitudes of 30,000 and 40,0C0 feet. Combustion
efficlencies obtained with MIL-F-5616 fuel were 8 percent higher at
rated engine speed and 14 perceunt lower at 55 percent of rated speed
than those obtained with weathered aviatlion gascline,

INTRODUCTION

LT0Z

Experlence hag shown that the performance of a turbolet combustor
is dependent on flight conditlions and that poor performance 1s gener-
ally encountered at high altibtudes and at low engine epeeds. Con-
sequently, a general program to determine -the performance characteris-
tice of turbojet combustors under verious flight conditions is being
conducted at the NACA Lewls laboratory with a view to establishing
opbimum deslgn criterions. Steady-state characteristics, such as al- -
titude operational limits, combustion efficiency, .and pressure drop,
of single combustors both of the anmmlar and of the can type have
been investigated for different designs and for a number of different
fuels (for example, references 1 to 4). Altitude ignition and acceler-
ation are, of course, of great lmportance for multiengine planes having
one or more englines temporarily inoperatlive or for single-engine fight-~
ers Incurring blow-out at high altitudes. A study of the ignition
characteristics of several fuels in a single can-type combustor is
presented in reference 5 and & wind-tunnel investigation of altitude
gtarting and acceleratlon characteristlics of the J47 englne is reported
in reference 6.

In addlitlon to such factors as inertls of the rotating parts and
decreased alr mass flow at altitude, an Important factor affecting
acceleration of a turbojet plane ls the temperature rise produced by
the ocombustor in excess of that required to maintalin the engine at
steady-state operation for a given flight condition. This excess
temperature rise avallable for acceleration 1s normally limited for
two reasons: (1) Flame blow-cut may occur as the result of over-rich
fuel-air ratios; or (2) allowable turbine~-inlet temperatures may be
exceeded. :

The investigation reported herein wes conducted to determine the
altitude lignition and acceleration characteristice of a single J47 com~
bustor. Additional data were obtalned to evaluate the altitude oper-
ational limits, combustion efficlency, and total-pressure losses of
the combustor. Ignition limits were determined at an altitude of 30,000
feet and at engine rotational speeds below and above equilibrium wind-
milling speeds for simlated flight speeds of 400 and 354 miles per hour,
respectively. Additlonal ignition-limit tests were made over a range of
altitudes for a slmlated flight speed of 400 miles per hour and an en-
gine speed eguivalent to equilibrium windmilliing speed. Acceleration .
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characteristlics were determined at a 30,000-foot simlated esltitude over
a wide range of engine rotational speeds (12.7- to 88.6-percent rated
engine speed) at a simmlated flight speed of 400 miles per hour at and
below equilibrium windmilling speed and 354 miles per hour above equi-
librium windmilling speed. All tests, including those for altitude
operational 1imit and combustion efficiency were made with weathered
aviation gasoline that corresponded to MIL-F-5572, grade 115/145 fuel,
from which 15 percent of the more volatile oconstituents had been re- .
moved to simulate altitude veporizetion losses. Limited tests for
comparisons were made with MIL-F-5616, a kerosene-type fuel that is the
design fuel for the J47 combustor. B o

APPARATUS

The Installation of the J47 combustor photographically shown in
figure 1 followed typicel NACA procedure (reference 1). A dlagrammatic
sketch of the complete experimental setup showing the location of con-
trol equipment as well as the locatlion of instrumentation planes is
presented in figure 2. Instead of an electric preheater, & gasoline-
fired preheater (reference 4) was used. A detalled cross-sectional
sketch of the combustor (including inlet and ocutlet diffusers having
the same conbtour and dimensions as the corresponding engine parts) is
shown in figure 3. Fuel was supplied to the combustor by means of a
duplex~-type spray nozzle; the rate of fuel flow was controlled by a
menual valve looated downstream of a calibrated rotameter apd a high-
pressure pump and separated from the nozzle by approximately 10 feet
of 3/ 8-inch ocutside-dlameter tublng. Ignitlon was effected by means
of one of three different types of spark plug, a descripbion of which
follows.

Plug A. - Two single electrodes of opposite polarity entered from
dlametrically opposed holes in the combustion chamber and formed a

l/4-1nch spark gap at the center line of ‘the combustor, 3-;-‘- inches from

the domed inlet end (fig. 3). This plug, made at the Lewis laboratory
according to the mamifacturer's recommendation, ubtilized most of the
machined bodies of production plugs and had special porcelain Insula-
tors and center electrodes of 1/8-inch inside-diameter alloy tubing
through which was passed ¢ooling alr from the combustor-inlet diffuser.
Plug A wae used for most of the ignition tests and all obher tests
reporited herein.

Plug B. - This plug was an experimental, opposite-polarity spark
plug supplied by the mamufacturer. The electrodes, instead of enter-
ing from opposite sides of the combustor, were about 110° apart and
formed & 1/4-inch gap st the same position as plug A. The cooling ailr
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for this plug entered through a 1/2 -inch hole in the skirt of the plug;
the hole was located between the combustor housing and the liner and
faced upstream. The alir entering the plug through this 1/2 -inch hole
then divided, a portion blanketing the exposed porcelain and the re-
mainder pasesing down the hollow center of the electrode tubing
(0.146-in. 0.D.) and thence into the combustion chamber.

Plug C. - This plug was the game as spark plug B except that the
1/2-inch air holes in the skirt of the plug were reduced to a 1/4-inch
dliameter.

, A stendard ignition coil supplied by the manufacturer was used
in conjunction with all three spark plugs.

INSTRUMENTATION

Alr flow and fuel flow to the combustor were metered by & standard
A.S.M.E. thin-plate orifice and by callbrated rotemeters, respectively.
Temperatures and pressures of the inlet air were measured by two single-
Junction iron-comstanten thermocouples and by three, three-point total-
Pressure rakes and one statlc-pressure tap, respectively, located at
plane A-A (fig. 2) and arranged as shown in figure 4. :

Temperatures of the combustor-exit gases were measured by seven
banka of five-Junction chromel-slumel thermocouple rakes located at
plane B-B (fig. 2), corresponding approximately to the position of the
turbine blades in the complete engine. Combustor-exit gas total pres-
sures were measured at plane C-C (fig. 2) by seven banks of five-point
pressure rakes; & wall statlc-pressure measurement was made at the same
plane. All total-pressure and temperature probes (fig. 4) were located
gt the centers of equal areas, resulting in one preseure and one tem-
perature reading for each 0.916 square inch of croess-sectlonel area.
Fuel temperatures were measured by & single-junction iron-constantan
thermocouple In the fuel line immedletely ahead of the combustor.

PROCEDURE

In order to investigate altitude ignition and acceleration, it
is necessary to determine the engine operating conditions that would
be encountered at the sudden opening of inlet-air gates to a parasitic-
type engine at a given altitude and flight speed. Transient inlet-
alr conditlons below equilibrium windmilling speed were calculated for
an altitude of 30,000 feet and a flight speed of 400 miles per hour
(using & derivation included in the appendix) and are given in

2017
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figure 5(a). Combustor operating conditions at equilibrium windmill-
ing (2100 rpm or 26.6 percent of rated speed) and for rotational speeds
between windmilling and rated speed (7900 rpm} were determined from
previous NACA investigations (reference 7) and are shown in figure 5(b).

For the ignition tests, inlet-air conditions were adjusted to
similate a given flight condition, the spark plug was energized, and
the fuel flow turned on. Only ignltion occurring wlthin 45 seconds
after the opening of the fuel valve, as indicated by a sudden rise in
the cambustor-outlet temperature, was considered sabtisfactory. Various
fuel-flow rates were investigated. Data were taken at various albitudes
a2t equilibrium windmilling conditions with fuel temperatures varying
between 70° and 80° P, (normal test-cell conditions) and with the fuel
maintained at the temperature of the amblent air at the simlated al-
titude. Additional ignition date were teken at an altitude of 30,000
feet for engine rotational speeds sbove and below equilibrium wind-
milling speed and with a fuel temperature of 70° to 80° F.

Acceleration tests were conducted by two methods, a slow-throttle
and & rapid-throttle advance. For the slow-throttle advance, inlet-
ailr conditions and fuel-flow rate were adjusted to simlete a given
altitude and rotational speed, Then, with inlet-air conditions held
constant, the fuel flow was slowly increased until blow-ocut or exces-
sive temperatures (above 1700° F, considered by the manufacturer to
be the limiting turbine-inlet temperature) were encountered. The dif-
ference between the 1nitial combustor-outlet temperature » Yequired to
maintain steady-state engine operation, and the final ocutlet tempera-
ture was taken as a measure of the ability of the combustor to produce
acceleration. For tests at or below equilibrium windmilling speeds 5
the entire temperature rise across the combustor may be considered to
be available for producing acceleration. For the rapid-throttle-y
advence tests, the inlet-air conditions and fuel-flow rates were sd-
Justed as before; the fuel flow was then increased in 3 seconds to &
value reglstered on the rotameter equal to three-fourths of the meximum
fuel-flow rate obtained with slow-throttle advance. If flame blow-
out did not occur, the procedure was repeated to successively higher
fuel-flow rates. Cambustor-outlet temperatures attained after sta-
bilizatlon of combustion were used in the rapid-throttle tests be-
cause of the difficulty in determining with thermocouples the instan-
taneous average temperature at the end of the 3-second throttle advance.

Altitude operational limits and combustion efficiencies at various
simlated-flight conditions were determined. Inlet-air bempersbure 3
pressure, and mass flow were set for the particular flight condition
investigated and the fuel flow adjusted to give the required combustor
temperature rise. Conditions at whioh the required temperature rise
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could not be atteined were considered to be in the inoperable range
of the engine. All data were taken with the spark plug de-energilzed.

In order to simalate more closely operatlon at altitude, a limited
number of tests was repeated with the fuel at altitude amblent-air
temperature rather than at room temperature. The test fuel used dur-~
ing the greastest part of the lnvestigetion was weasthered aviaetion gaso-
line, corresponding to MIL-F-5572, grade 115/145 fuel, from which
15 percent of the more volatile constituents had been removed to simu-
late altitude vaporization losses. Comparison tests were made with
MIL-F~5616 fuel, the design fuel for the J47 combustor. Physical data
for the two fuels are presented in table I.

Combustor inlet-air and ontlet-gas total pressure were also re-
corded for the determination of the pressure drop through the combustor.

Calculations

Combustion efficiency, as used herein, 1s arbitrarily defined as
the ratlio of the increase in enthalpy of the air and combustion products
to the heat available in the fuel, and was calculated as described in
reference 8. Thermoconple Indications were tsken as true values of
total temperature with no correction for radiation or stagnation ef-
fects. In order to record combustor pressure losees on & dlmensionless
basls, the ratio of the pressure loss to a reference dynamic pressure
was uged. The reference dynemic pressure was computed for each ex-
perimental condition from the alr flow through the combustor, the den-
gity at the combustor inlet, and the maximum cross-sectional area of
the combustor housing. ’

RESULTS AND DISCUSSION
Ignition

The results of the ignition tests are shown in figure 6 for the
J47 combustor operating with weathered aviation gasoline (fuel tem-
perature 70° to 80° F) and with spark plug A. With inlet-air conditions
to the combustor simlating a flight speed of 400 mliles per hour and
the engine windmilling at 26.6 percent of rated speed (the equilibrium
windmilling speed for this flight speed), ignition was obtained up to
end including an altituvde of 40,000 feet. The time required for igni-
tion to occur increased from 3 seconds at 25,000 feet to 15 seconds at
35,000 feet and to 45 seconds at 40,000 feet. No ignition was obtained
at 45,000 feet with any fuel flow applied. The range of fuel flows
over which ignition occurred decreased significantly as the altitude

L1032,
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increased. At 30,000 feet,a variation of sabout 110 percent from a
starting fuel-air ratio of approximately 0.01l5 was possible; whereas
at 40,000 feet,the allowable variation from this fuel-sir ratio was -
less than 42 percent.

At a simulated eltitude of 30,000 feet and a flight speed of
400 miles per hour, satisfactory ignition was obtained with spark plug A
at windmilling condltions renging from 12.7 to 26.6 percent of rated
engine speed. At this same altitude and a flight speed of 354 miles
per hour, ignition was satisfactory at stesdy-state conditions ranging
from 26.6 to 88.6 percent of rated speed. No difference in results wes
obtained with the fuel at room temperature and with the fuel cooled to
altitude amblent-alr 'temperature.

With spark plug B, ignition was obtained only up to and including
30,000 feet for conditions simlating equilibrium windmilling at a
flight speed of 400 miles per hour. With spark plug C, the results
were the same as with plug A; thus the reduced flow of cooling air to
the electrodes served to improve the ignition performsnce of plug C
over that of plug B. .

Acceleration

The combustor temperature rise obtained with a slow-throttle ad-
vance 1s shown in figure 7 as a function of fuel-air ratlo for various
windmilling and steady-state operating conditions at an altitude of
30,000 feet. For the range of speeds investigated, from 15.2 to 63.3
percent of rated engine speed, the meximum obtaineble temperature rise
is limited by blow-out.

In order to show more clearly the effect of increasing engine
speed, values of maximum obtainable temperature rise for both slow-
and rapid-throttle advance at an altitude of 30,000 feet have been plot-
ted in figure 8 as a function of engine speed. Maximum-temperature-
rise values for the slow~throttle advance were taken from the bdlow-outb
points shown in figuyre 7; values for the rapld-throttle advence were
obtained from the temperatures attained after stabilization of com-
bustion. Repld-throttle advance, as previously explained, consisted
of a 3-second advance of the fuel throttle to the maximm opening pos-
sible without resultant blow-out. Also shown in figure 8 are the
temperature rise required for steady-state operation of the engine at
this altitude and flight speed (as calculated from the curves in
fig. 5(b)) and the maximm sllowable temperature rise based on 2 limit-
ing turbine-inlet temperature of 1700° F.

v
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With the rapid-throttle advance, the maximm obtainable tempers-
ture rise increased from 880° F at about 32.5 percent of rated speed
to 1500° F at 75 percent of reted speed. TFurther temperature increases
at engine speeds above 75 percent of rated speed were prohiblted by
excesslive combustor-outlet temperatures. With slow-throttle advance,
at copdltlons simlating steady-state englne operation at a flight
speed of 354 miles per hour, the maximum obtainable temperature rise
increased from 1040° F at about 31.5 percent of rated speed to 1550° F
at about 66.5 percent of rated spéed and again was limited by the ex-
ceaslve combustor-outlet temperatures encountered at the higher engine
speeds. At windmilling oonditions (26.6 percent of rated engine speed
and below), the maximum temperature rise that could be obtained with
slow-throttle advance decreased from 1590° F at 15.2 percent of rated
speed to 720° F at 26.6 percent of rated speed.

The excess temperature rise avallable for aoceleration, +that
is, the difference. between the maximmm temperature rise obbtainable
and the temperature rise required for steady-state englne operation,
is shown in figure 9 for both slow- and rapid-throttle advance. The
80lid curve with negative slope represents the dlfference between al-
lowable temperature rise (based on a limiting turbine-inlet temperature
of 1700° F) and the temperasture rise required to maintain steady-state
engine operation. Thus, 1t is evident that in the low-speed range,
the excess temperature rise available for combustion is limited by the
ablility of the combustor to provide temperature rise; whereas at the
hlgher engine speeds,the temperature rise available for acceleration
1s limited by the maximum allowable combustor-outlet temperature be-
cause the combustor is capable of producing ocutlet temperatures ex-
ceeding 1700° F. The dashed ourve in figure ¢ shows calculated velues
0T excess temperabure rise avallable for acceleration at simulated
sea-level flight conditions, egain based on & limiting oombustor-outlet
temperature of 1700° F. ILow-altitude conditions are Pavorable for com-
bustlon, and experience has shown that combustor-outlet temperatures in
excess of 1700° F can be attained at these conditions. s, at sea-
level conditions,the temperature rise available for acceleration 1is
limited throughout the entire range of engine speeds by the maximnm
aliowable turbine-inlet temperature of 17000 F.

A compariscn of the sea-level and the experimentel 30,000-foot
temperature-rise curves of figure 9 shows that,in the low-speed range,
the excess temperature rise available for acceleration is much greater
at sea level than at altitude, & factor that contributes toward the
lower rate of acceleration encountered at altitude. Another important
factor, of course, 1s the decrease in air mass flow rate at high alti-
tudes while the Inertia of the rotating parts remains constant as was
previously mentioned.

2017
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Altitude Operational Limits

The altlitude operational limits of the J47 combustor operabing .
with weathered aviation gasoline at a flight Mach number of 0.52 are
presented in figure 10. The altitude-limit curve was established by
interpolation between date points obtained at two similated altitudes
5000 feet apart: ome at which the required temperature rise was ob-
talned and one at which it was not obtainable. The manner of inbter-
polation was based upon observation of the combustor during the test.
The determination of the altitude limits was restricted to engine ro-
tatlonal speeds between 55 and 85 percent of rated speed because at
the low end of the speed range the required low combustor inlet-air
temperatures were limited by the laboratory facllities; whereas at the
high end of the speed range the ability of the thermocouples to with-
stand the high combustor-ocutlet temperatures required wes the restrict-
ing factor. Plgure 10 shows that the altitude operational limits in-
creased from 51,500 feet at 55 percent of rated engine speed to
64,550 feet at 85 percent of rated speed. With the slow~throttle ad-
vance used in this phase of the investigation, no flame blow-out was
encountered..

Combustion Efficlency

Combustion efficiencies obtained with the J47 combustor operated
&t various simlated altitudes and engine speeds with room-temperature
weathered aviation gasoline are shown in figure 10. The combustion
efficlencies varied from 39.0 to 92.6 percent at the conditions in-
vestlgated and followed the general trends typlecal of gas-turbine
combustors, decreasing with a decrease In engine speed and with an in-
crease in altitude. The constant combustion-efficiency lines shown in
figure 10 were obtained by interpolation between the values of effi-
clency obtained at the test points. Operation of the combustor with
fuel at altitude ambient-alr temperature resulted in raniom variations
in combustion efficiency of 0 to about 2 percent from those shown in
figure 10; thus, for the conditlons investigated, fuel temperature had
little effect on combustion efficiency.

A comparison of the combustion efficiencies obtained with
MIL-F-5616 fuel, the design fuel for the J47 engine, and with weathered
avietion gasoline at various engine speeds and st altitudes of 30,000
and 40,000 feet is shown in figure 11. At both altitudes and at rated
englne gpeed, combustlon effloiencies obtained with MITL-F-5616 fuel
were about 8 percent higher than those cbtained with weabhered aviation
gesoline; at 55 percent of rated engine speed, however, operation with
MIL-F~5616 fuel resulted In a decrease of about 14 percent in combustion
efficiency. ‘
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Pressure Loss

The total-pressure lose across the combustor is shown in figure l2.
The ratio of the total-pressure loss to a reference dynamlc pressure
AP/ay 1 plotted agalnst the ratio of the inlet-alr demsity to the
exhaust~-gas density pl/pg and a straight-line correlatlon was obtalned.
Figure 12 indicates that the total-pressure loss ratio increased from
12.3 to about 16.1 as the density ratlo increased from 1 to 2.8.

LT02

SUMMARY OF RESULTS

From an investigation of the ignition, acceleration, and steady-
gtate operational characteristics of a single combustor of a J47 engine
using weathered aviation gasoline with opposite-polarity spark plugs
at simlated flight conditions, the followlng results were obtalned:

1. With combustor inlet-alr conditions simmlating equilidbrium
windmilling at a flight speed of 400 miles per hour, satisfactory ig-
nitlon was obtained with spark plug A up to end including 40,000 feet.
No significant effect of Tuel temperature on ignition was observed
over the range of fuel temperatures investigated.

2. At a simlated altitude of 30,000 feet, satisfactory ignition
wag obtained with spark plug A over a speed range from 12.7 to 26.6 per-
cent of rated engine speed, representing windmilling conditions, and
over a range from 31.8 to 88.6 percent of rated speed, representing .
steady-state operation of the combustor.

3. The altitude i1gnltion limit of the combustor was significantly - -
increased by & reduction In the quantity of cooling air supplied through

the electrodes of the experimental spark plug (plug B) furnished by
the manufacturer.

4. At an altitude of 30,000 feet, the excess temperature rise
available for acceleration et low engine speeds was limited by the
ability of the conbustor to produce temperature rise, whereas at high
englne speeds the maximum alloweble burbine-iniet temperature was the
restricting factor.

5. The altitude operational limits increased from about 51,500 feet
at 55 percent of rated engine speed to about 64,500 feet at 85 percent
of rated speed.

6. The combustlon efficlencies varied from 39.0 to 92.8 percent, *
decreasing with a decrease in engine speed and with an increase in
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altitude. Higher efficiencies would have been obtaelned if lower al-
titudes had been investigated. No significant effect of fuel tempera-
ture on combustion efficiency was observed over the range of fuel.
temperature investigated (80° to -52° F).

7. At altitudes of 30,000 and 40,000 feet the combustion effici-
encies obtained with MIL-F-5616 fuel were about 8 percent higher at
rated engine speed and 14 percent lower at 55 percent of rated speed.
than those obbained with weathered aviation gasoline.

8. The pressure-loss ratio increased from 12.3 to 16.1l when the

density ratio was raised from'l to 2.6.

Lewis Flight Propulsion Laboratory,
Nationael Advisory Committee for Aeronautics,
Cleveland, Ohlo.

mJb
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APPENDIX - CALCULATION OF COMBUSTCR OFPERATING CONDITIONS
Symbols

The following symbols are used in the calculations:

M Mach number

N engine rotational speed

P absolute total pressure

P absolute gtatic preasure

T absolute total temperature

t ebaclute static temperature

v true flight speed

Wy, ~mese air flow per unit time through oompressor

V4 specific~-heat ratio for air

ol total pressure dlvided by standard sea-level pressure

e total temperature dlvided by standard sea-level temperature

Subscripts:

0 engine inlet (ambient conditions)

1 compressor inlet

2 combustor inlet (compressor outlet)

3 combustor outlet

J

2

)

two different engine operating conditioms

S.1L. sea level .

L10Z
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Combustor-Inlet Conditions with Engine Windmilling

Tn order to obtaln combustor operating data at transitory engine
rotational speeds that would be encountered during the opening of the
intake gates (closed during nonoperation) of an auxiliary flight turbo-
Jet installation, corrections were applied to engine equilibrium wind-
milling data as shown in the followlng discussion.

Alr flow. - In general, the mass flow of air through & compressor
is given by

Wazz Nz P,z ,z (1)

W,y Ny ?l,y 1,2

where the subscripts y and z represent two different engine oper-
ating conditions. It can also be shown thet

7=-1 2
Tl='b1 (l+—2-Ml) (2)

If no exbernal heat is added to the a.ir during i'bs passage through the
engline inlet diffuser,
Also, as in equation (2)

To=to(1+2’z;lnoz) (4)

" If the velocity of the alr leaving the diffuser and entering the com-

pregsor is assumed to be zero (approximate only),

From the preceding equations,

& = % <l+—2-M02) (8)
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Thus,

M
= (7
FAS Y,

If both operating conditions are assumed to be for englne operation at
the same altitude, '

to,y = %o,z
anﬂ_ - . [P R, R S —_

y=1. 2
b,y (LT Moy

(8)
t Y-l 2
1,2 1+ == %’Z
For an assumed diffuser efficiency of 100 percent,
P, =By _ (s)
Substituting from eguation (S) and assuming the diffusion process is
isentropic gives
A
D P T _\-1 :
L0 _9) (20)
P Pg \%
Substituting equation (4) into equation (10) yields
2
=1
a2\
D [t0 (% + X Mg )
B to
or
v
y-1. 2 7=t '
pl = PO (l +. TMO ) (11)

LT02
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Thus

S i5

Z_
1 2\~
14+ 22
Pi,z _ 20,2 (¥, ) (22)
D 7
1,y -1
d R 7
B (l + L 2)
0,y 2 0,y
applying the same assumpbions as applied to equation (8)
PO,z = pO,y
and
A
7-1
7=-1 2
Pl’z (l + 5 MO’Z ) (13)
Pl:y "'7_’_1‘
(1 gy 2)7
+ 72 MO,y
Substituting equations (8) and (13) into equation (1) ylelds
2
7 =1
7=l 2
W N,[1+5
w,azz N_z 721 MO,ZZ (14)
a,y T\l + = MO,;y‘

Available operating date included the equillbrium windmilling speeds
of the J47 bturbojet engine at various £light speeds and the mass air-
Tlow rate through the engine at egquililbrium windmilling speeds from
1000 to 2100 rpm. Application of these data to equation (14) enabled
the calculation of nmass ailr flows at a flight speed of 400 miles per

hour at engine rotational speeds
speed. ' _

other than the equilibrium windmilling

Inlet pressure. - In addltion to equillibrium windmillting speeds at
various flight speeds, the operating data of the J47 turbojet engine
also included the combustor-inlet total pressures at various equilibrium

windmilling speeds. In order to

determine combustor-inlet total
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pressuree at rotational speeds encountered during the opening of the
intake gates (that 1s, tremsitory windmilling speeds less than the
equilibrium windmilling speed corresponding to the particular flight
speed), the data were corrected as subsequently shown. Assumed per-
formance data are: :

True Equilibrium
Plight | windmilling
gpeed .| speed

Vz N,

At the same rotational speed at different flight speeds,

(Pz)vz,Nz'= <P1)vZ - (lAPZ)NZ (25)

(Pz)v&,mz = (Pl)vy - (lAPE)NZ (16)

Subtracting equation (15) from eguation (16) yields

Foly,m, = Balv,,m, * Culy, - Budy, (17)

Assuming that the diffuser efficlency 1is 100 percent and the velocity
of the sir leaving the diffuser is approximeately zero yields

7

7-1 . 2\7-1
P; =Py =g (l M )

By substitution in equation (17),

(18)

() = (P,)
2V, N, 2'v,

or

= (P

(P ] Z)Vz:Nz + g (ram rat;o -~ ram ratiovz) (19)

v

)
2V,N ¥

y,

LT02

l
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Thus, if the combustor-inlet total pressure 1s known for an equilibrium
windmilling speed at one flight speed, the inlet total pressure can be
calculated for the same windmililing speed at anobther flight speed.

Inlet temperature. = The tobal temperabtures of the alr at the
combustor inlet for various engline windmllling speeds at altitude con-
ditions were determined by addition of a small temperature rise (3° to
20° F) caused by windmilling of the engine (altitude-wind-tunnel re-
search) to the total temperatures of the alr at the compressor inlet
(equations (3) and (4)).

2017

Combustor-~Inlet Conditions for Normal Operation

Combustor operating conditions during normsl engine operation at
eltitude were obtalned by adjusting the data from an investigation of
a coamplete engine operated at a simulated Mech number of 0.52. The -
following velues were plotted (fig. S(b) against percentage corrected
rated engine speed: Tp/To, Tz/Tg, Wg/0/5, and P,/5. These values
were then reduced to the uncorrected velues at the various albtitudes
by eppropriaste treatment with &, 6, or Tg5, and replotted. A
working plot of the uncorrected values is not included in this report.
Engine-inlet temperature Tg 1is given by equation (4), and & and
@ were determined as

P 1.2
. § o0 o 20 ‘ (20)
Psz. Psua.

. 7-L

Ty to(1.2) 7
CI - = (21)
S.L. S.L.
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TABLE I - ANALYSIS OF FUELS USED

A.5.T.M. distiliation | MIL-F-5616 | MIL-F-5572
D 86-46, OF grade 115/145
. (weathered)
Initial bolling point 312 120
Percentage evaporated
10 329
20 333
30 338
40 342
50 347 210
60 - 353
70 361
80 373
20 393
Final bolling point,
op . 446 333
Reid vapor pressure,
1b/sq in. 0 4.2
Specific gravity at
60° ¥/60° ¥ 0.791 0.718
TEL, ml/gal 0 5.32
E/C 0.164 0.182
Net heating value,
Btu/1b 18,670 18,950

19
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C-24891

Figure 1. - Single J47 combustor in test setup.
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Figure 7. - Temperature rise obtalnable with various fuel-air

ratios in J47 single combustor at conditions similating
altitude of 30,000 feet. Fuel, MIL-F-5572, grade 115/1’-1-5
(weathered).
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Combustor temperature rise, °F
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Excess temperature rise available for acceleration, OF
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Figure 9. - Excess temperature rise avallable for engine acceleration:
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meximum obtailnable temperature rise QSTmax) minus temperature rise

required for operation @ﬁTreq). J4T single combustor; fuel,

MIL-F-55T2, grade 115/145 (weathered); flight Mach number, 0.32.
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